
RADIANT COOLER SEE 
SECTION FOR DETAILS

AEROFOIL WITH 3" 
CORRUGATED ALUMINUM 
ROOFING ON 2"X5" 
ALUMINUM CHANNELS AT 
2'-0" O.C.

BAR GRATE CATWALK 
OVER CORRUGATED 
LEXAN SKYLIGHT TYP.

MEMBRANE ROOFING AT 
LOW ROOF.  TWO ROOF 
DRAINS AT EACH LOW 
ROOF CONNECTED TO 
RAINWATER COLLECTION 
AND PURIFICATION SYSTEM 
TYP.

PVC GUTTER CONNECTED 
TO RAINWATER 
COLLECTION AND 
PURIFICATION SYSTEM TYP.

PHOTO VOLTAIC PANEL
52"H TYP.

CORRUGATED  LEXAN 
ROOFING ON SIPS PANELS  
TYP.

SINGLE PLY MEMBRANE 
ROOFING (SARNAFIL OR 
EQUAL) ON TAPERED 
INSULATION TYP.AT FLAT 
ROOF AREAS

ENERGY LAB
Hawaii Prepatory Academy
10 December 2007

F L A N S B U R G H  A R C H I T E C T S
77 North Washington Street

Boston, Massachusetts  02114

FIRST FLOOR PLAN
SCALE:  3/32" = 1'- 0"

ENERGY LAB
Hawaii Prepatory Academy
18 January 2008

F L A N S B U R G H  A R C H I T E C T S
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ROOF PLAN
SCALE:  1/8" = 1'- 0" 3


