
CORRUGATED LEXAN 
ROOFING ON 4" THICK 
STRUCTURAL INSULATED 
PANEL

2X6 RAFTERS AT 3'-6" O.C. ON 
3X8 STEEL TUBES

12X24 GLU-LAM ROOF 
BEAM

DAYLIGHT REFLECTOR ON 
1X2 ALUMINUM FRAMING

WOOD AND STEEL 
COMPOSITE COLUMN. 
SEE STRUCTURAL 
NARRATIVE

5.5" STEEL TUBE 
COLUMN

ALUMINUM STOREFRONT 
SYSTEM 

WALL MOUNTED 
STORAGE SYSTEM WITH 
ADJUSTABLE SHELVES

MOTORIZED DAMPER 
INTERLOCKED WITH 
SOLAR EXHAUST FANS

LAVA STONE KNEE WALL

CONCRETE SLAB AND 
FOOTINGS ON UNDISTURBED 
SUBGRADE

3" CORRUGATED 
ALUMINUM SIDING ON 
2"X5" ALUMINUM 
CHANNELS AT 2'-0" O.C.

SOLAR FAN.  SEE MEP 
NARRATIVE FOR QUANTITY

.060 CURVED ALUMINUM 
PREFINISHED WHITE 
DAYLIGHT REFLECTOR ON 
1X2 ALUMINUM FRAMING AT 
3'6" O.C.

WOOD AND STEEL 
COMPOSITE COLUMN. 
SEE STRUCTURAL 
NARRATIVE

1" THICK MYLAR 
WRAPPED FIBERGLASS 
ACOUSTIC PANEL

LAVA STONE KNEE WALL

CONCRETE SLAB AND 
FOOTINGS ON UNDISTURBED 
SUBGRADE

5.5" STEEL TUBE 
COLUMN

GLASS SLIDING DOORS 
SUPPORTED ON AN 
OVERHEAD TRACK IN 
ALUMINUM CURTAIN 
WALL

PVC GUTTER CONNECTED 
TO RAINWATER 
COLLECTION AND 
PURIFICATION SYSTEM

5.5" STEEL TUBE 
COLUMN

ALUMINUM STOREFRONT 
SYSTEM 

MOTORIZED AWNING 
WINDOW INTERLOCKED WITH 
SOLAR FAN

SINGLE PLY MEMBRANE 
ROOFING SYSTEM ON 
TAPERED INSULATION

1" GALV. STEEL 
BARGRATE CATWALK ON 
1/4" THICK GALV. STEEL 
BRACKETS AT EACH 
RAFTER

INDUSTRIAL STRIP 
DIMMABLE 
FLOURESCENT LIGHT 
FIXTURE WITH AUTMATIC 
DAYLIGHTING CONTROLS

12X24 GLU-LAM ROOF 
BEAM AT 10'-6" O.C.

CORRUGATED LEXAN 
ROOFING ON 4" THICK 
STRUCTURAL INSULATED 
PANEL
FLAT LEXAN AT 
UNDERSIDE OF SIPS 
PANEL BELOW SKYLIGHT

2X6 RAFTERS AT 3'-6" O.C. ON 
3X8 STEEL TUBES

2X3 WELDED ALUMINUM 
TUBES ARMATURE AT 
10'-6" O.C. WITH 
INTERMEDIATE 
DIAGONAL STAINLESS 
STEEL CABLES

AEROFOIL: 3" CORRUGATED 
ALUMINUM ROOFING ON 
2"X5"ALUMINUM CHANNELS 
AT 2'-0" O.C.

GLASS SLIDING DOORS 
SUPPORTED ON AN 
OVERHEAD TRACK IN 
ALUMINUM CURTAIN 
WALL

ROOF DRAINS AT 21'-0" O.C.

AEROFOIL: 3" CORRUGATED 
ALUMINUM ROOFING ON 
2"X5"ALUMINUM CHANNELS 
AT 2'-0" O.C.

2X3 WELDED ALUMINUM 
TUBES ARMATURE AT 
10'-6" O.C. WITH 
INTERMEDIATE 
DIAGONAL STAINLESS 
STEEL CABLES

3" CORRUGATED 
ALUMINUM WALL PANEL 
ON STRUCTURAL 
INSULATED PANEL

HORIZONTAL BOARD 
AND BATTEN CEDAR ON 
STRUCTURAL INSULATED 
PANEL

ENERGY LAB
Hawaii Prepatory Academy
10 December 2007

F L A N S B U R G H  A R C H I T E C T S
77 North Washington Street

Boston, Massachusetts  02114

FIRST FLOOR PLAN
SCALE:  3/32" = 1'- 0"

ENERGY LAB
Hawaii Prepatory Academy
18 January 2008

F L A N S B U R G H  A R C H I T E C T S
77 North Washington Street

Boston, Massachusetts  02114

SECTION DETAILS
SCALE:  1/2" = 1'- 0" 7
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